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E.1 General

A prepackage shall not have a false bottom, sidewalls,
lid or covering, nor be constructed or filled, wholly or
partially, in such a way that may deceive the consumer.

E.2 Terminology

E.2.1 Slack fill

Difference between the actual capacity of the packing
material and the volume of product it contains. Slack
fill may be necessary for the following reasons:

• Protection of the product;
• The requirements of machines used for enclosing the

contents of the prepackage;
• Unavoidable product settling during shipping and

handling; and
• The need for the prepackage to perform a specific

function (e.g. where packaging plays a role in the
preparation or consumption of a food), where such a
function is inherent to the nature of the product and
is clearly communicated to consumers.

E.2.1 Nonfunctional slack fill

Empty space in a prepackage when the prepackage is
filled to less than its capacity. If a consumer cannot
fully view the product in a prepackage, it shall be
considered to be filled. A prepackage with excessive
nonfunctional slack fill is considered to be a misleading
one.

E.3 Aerosol dispensers

The percentage (grade) of fill by volume of aerosol
dispensers shall be as required in Annex III of
European Directive 80/232/EEC [3]. (See also OIML
R 79 [4], 6.1–6.3).

See Table E.1 on page 16.
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Printed in France GRANDE IMPRIMERIE DE TROYES

Volume of the liquid 
phase in mL

Container capacities in mL for:

Products propelled 
by liquid gas

(a) Products propelled by compressed gas alone.

(b) Products propelled by nitrous oxide or carbon
dioxide alone or by mixtures of the two alone
when the product has a Bunsen Coefficient of
1.2 or less.

25 40 47

50 75 89

75 110 140

100 140 175

125 175 210

150 210 270

200 270 335

250 335 405

300 405 520

400 520 650

500 650 800

600 800 1000

750 1000

Table E.1  Capacities of aerosol dispensers




