
Capability Annex 

OIML R 51:2006 

Accuracy class(es) 
XI 

Y(I) 

XII 

Y(II) 

XIII 

Y(a) 

XIIII 

Y(b) 

Maximum test capacity 
(kg) 
Maximum number of 
verification scale intervals 
(Max/e) 
Minimum verification scale 
interval  
(g) 
Maximum speed of the belt 
(m/s) 

Temperature range 
Lower limit:  °C 

Upper limit:  °C 

Restrictions: 

CA_R51_2006 (Ver. 20191211) 


	XI YIMaximum test capacity kg: 50
	XII YIIMaximum test capacity kg: 50
	XIII YaMaximum test capacity kg: 50,000
	XIIII YbMaximum test capacity kg: 50,000
	XI YIMaximum number of verification scale intervals Maxe: 500,000
	XII YIIMaximum number of verification scale intervals Maxe: 100,000
	XIII YaMaximum number of verification scale intervals Maxe: 10,000
	XIIII YbMaximum number of verification scale intervals Maxe: 1,000
	XI YIMinimum verification scale interval g: 0.001
	XII YIIMinimum verification scale interval g: 0.001
	XIII YaMinimum verification scale interval g: 0.1
	XIIII YbMinimum verification scale interval g: 5
	XI YIMaximum speed of the belt ms: Dependent upon the EUT
	XII YIIMaximum speed of the belt ms: Dependent upon the EUT
	XIII YaMaximum speed of the belt ms: Dependent upon the EUT
	XIIII YbMaximum speed of the belt ms: Dependent upon the EUT
	Restrictions: Modular approach for maximum capacities exceeding 1,000 kg.
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