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Foreword

The International Organization of Legal Metrology (OIML) is a worldwide, intergovernmental organization
whose primary aim is to harmonize the regulations and metrological controls applied by the national
metrological services, or related organizations, of its Member States. The main categories of OIML
publications are:

* International Recommendations (OIML R), which are model regulations that establish the
metrological characteristics required of certain measuring instruments and which specify methods and
equipment for checking their conformity. OIML Member States shall implement these
Recommendations to the greatest possible extent;

* International Documents (OIML D), which are informative in nature and which are intended to
harmonize and improve work in the field of legal metrology;

* International Guides (OIML G), which are also informative in nature and which are intended to give
guidelines for the application of certain requirements to legal metrology; and

» International Basic Publications (OIML B), which define the operating, rules of the various OIML
structures and systems.

OIML Draft Recommendations, Documents and Guides are developed by Technical Committees or
Subcommittees which comprise representatives from the Member States. Certain international and regional
institutions also participate on a consultation basis. Cooperative agreements have been established between the
OIML and certain institutions, such as ISO and the IEC, with the objective of avoiding contradictory
requirements. Consequently, manufacturers and users of measuring instruments, test laboratories, etc. may
simultaneously apply OIML publications and those of other institutions.

International Recommendations, Documents, Guides and Basic Publications are published in English (E) and
translated into French (F) and are subject to periodic revision.

Additionally, the OIML publishes or participates in the publication of Vocabularies (OIML V) and
periodically commissions legal metrology experts to write Expert Reports (OIML E). Expert Reports are
intended to provide information and advice, and are written solely from the viewpoint of their author, without
the involvement of a Technical Committee or Subcommittee, nor that of the International Committee of Legal
Metrology. Thus, they do not necessarily represent the views of the OIML.

This publication — reference OIML R 91-1, Edition 202x — was developed by Project Group 3 of Technical
Subcommittee TC 7/SC 4 — Speed meters. It was approved for final publication by the International Committee
of Legal Metrology at its xxth meeting in October 202x. It supersedes the previous edition of R 91 dated 1990.

OIML Publications may be downloaded from the OIML web site in the form of PDF files. Additional
information on OIML Publications may be obtained from the Organization’s headquarters:

Bureau International de Métrologie Légale
11, rue Turgot - 75009 Paris — France
Telephone: 33 (0)1 48 78 12 82

Fax: 33 (0)1 42 82 1727

E-mail: biml@oiml.org

Internet: www.oiml.org
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Part 1: Metrological and technical requirements

1 Introduction

This OIML Recommendation consists of five separate parts:
e Part 1: Metrological and technical requirements,
e Part 2: Test procedures,
e Part 3: Test report format,
e Part 4: Type evaluation report format, and

e Part 5: Verification and inspection procedures (to be agreed, if needed).

2 Scope

This Recommendation specifies the metrological and technical requirements, metrological controls and test
procedures for speed enforcement devices for the measurement of traffic speed of vehicles on the road,
hereafter, in short “speed meters”. The Recommendation states the conditions that the speed meter must satisfy,
when results of speed measurement are to be used in legal proceedings. The Recommendation does not cover
the policy of setting speed or trigger limits for measurements.

The Recommendation covers both general requirements valid for all speed meters and specific requirements
valid only for certain categories of speed meters (see clause 5).

3 Terms and definitions

3.1 General

3.1.1
Speed meter

Instrument that measures and displays the speed of a distant vehicle within specified error limits used for traffic
enforcement cases

3.1.2
Evidence file

Electronic file containing all relevant data related to a speed measurement

3.13
Standby mode
Mode of operation in which no speed measurements will be performed

3.14
Enforcement mode
Mode of operation in which speed measurements for traffic enforcement cases are carried out

Note:  The enforcement mode is the preferred mode for metrological control.
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3.1.5
Test mode
Mode of operation in which speed measurements for test and examination purposes are carried out

3.1.6
User interface

Interface that enables information to be interchanged between the operator and the measuring instrument or its
hardware or software components, e.g. switches, keyboard, mouse, display, monitor, printer, touch-screen,
software window on a screen including the software that generates it

3.1.7

Test interface

Software or hardware interface from which measurement signals or data can be read or to which measurement
signals can be inserted

Note: To record and analyse signals from field experiments or to insert recorded or artificial data, e.g. to
support metrological control.

3.1.8
Checking facility (OIML V 1 [1], 5.07)

Facility that is incorporated in a measuring instrument and which enables significant faults to be detected and
acted upon

3.1.9
Manual measurement
Speed measurement triggered by user interaction

3.1.10
Automatic measurement
Speed measurement triggered by the traffic situation without user interaction

3.1.11
Trigger line

Virtual line segment on one or several lanes of the road at which automatic speed measurements are
concluded

Note 1. The trigger line is typically perpendicular to the direction of the road.

Note 2: The trigger line is not necessarily in the same position for every measurement

3.1.12
Trigger distance
Horizontal distance along the road from the speed meter to the trigger line

3.1.13
Measurement section
Straight or curved section on the road, on which the measured vehicle was driving during the measurement.

Note 1: lts starting and end points are defined such that the measured speed value refers to the average speed
on the measurement section.

Note 2: For a manual measurement, the measured vehicle drives on the measurement section after the
measurement is triggered. For an automatic measurement, the measured vehicle leaves the
measurement section on the trigger line.
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3.2 Mode of use

3.2.1
Ego speed
Speed (relative to the road surface) of the speed meter during a measurement

322
Ego speed meter
Instrument measuring the speed of the vehicle in which the moving speed meter is installed

323
Stationary measurement
Speed measurement at zero ego speed, i.e. the speed meter is not moving during the measurement

Note:  In other documents, stationary measurements are sometimes called a static measurements or
measurements from a static point.

324
Stationary speed meter
Speed meter which is designed for stationary measurements and does not correct for non-zero ego speed.

Note: A stationary speed meter is either fixed or mobile.

3.2.5
Moving speed meter
Speed meter installed in a vehicle which is intended to be in motion during measurements

Note:  An ego speed meter is part of a moving speed meter.

3.2.6
Moving measurement
Speed measurement using a moving speed meter with non-zero ego speed

3.2.7
Mobile speed meter
Stationary speed meter which can be moved to different locations between measurements

Note 1: Stationary speed meters installed in a vehicle or on a trailer are also considered as mobile speed
meters.

Note 2: Portable speed meters which are used hand-held or which are (temporarily) installed on a tripod or
similar temporary stand to guide the hand of the operator) for a limited series of measurement are
also considered as mobile speed meters.

3.2.8
Fixed speed meter
Stationary speed meter permanently installed in a cabinet, on a fixed pole or a similar fixed stand
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33 Working principle

33.1
Doppler-radar based speed meter

Speed meter emitting microwave radiation and detecting the Doppler shift of the radiation reflected by
moving objects

332
Range-finding based speed meter

Speed meter emitting pulsed or modulated radiation and detecting the transit time of the pulses reflected by
objects

Note:  Laser scanners and hand-held LIDAR speed meters are examples belonging to this category.

333
Fixed-distance speed meter

Speed meter incorporating two or more detection points at fixed distances and detecting the transit time of
the vehicles between the detection points

Note:  Laser or light barriers and inductive loop detectors are examples belonging to this category.

334
Average speed meter
Fixed-distance speed meter with closest detection fields separated by more than 50 m

Note: Average speed meters are also referred to as section speed meters.

335
Image-based speed meter

Speed meter incorporating one or more video or photo cameras and determining the speed of the vehicles by
image processing

3.3.6
Beam width
Half-maximum power (—3 dB) horizontal beam width of a radiation beam in the horizontal plane

Note:  The half-maximum power beam width of a radiation beam in the vertical plane is referred to as
vertical beam width.

3.3.7
Fixed beam
Radiation beam emitted in a fixed angle from the speed meter

3.3.8
Scanning beam
Radiation beam emitted in a periodically changing angle from the speed meter

339
Detection point
Point on the road at which passing vehicles are detected
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3.3.10
Detection field

Section on the road containing all possible locations of a detection point (considering the possible variation
of the location of the detection point)

3.3.11
Section distance
The closest driving distance between entry and exit detection fields of fixed-distance speed meters

3.3.12
Hash algorithm

A hash algorithm is a function that converts a data string into a numeric string output of fixed length. Hash
algorithms are designed to be collision-resistant, meaning that there is a very low probability that the same
string would be created for different data. Used for software identification, authentication of measurements,
protection of settings etc.

Note: Typical hash algorithms are SHA-2 (256 bit hash) or stronger.
34 Alignment

34.1
Centre line
Line starting from the speed meter lying in the centre of the region monitored by the speed meter (see Figure 1)

Note I: For a speed meter with a fixed beam the centre line is in the centre of the beam.

Note 2: For a speed meter with a scanning beam the centre line is in the centre of the scanning region.

34.2
Reference point

Point on the housing of the speed meter which serves as a reference for all distance measurements to the speed
meter (see Figure 1)

343
Azimuth angle
Horizontal angle between the course of the road and the centre line of the speed meter (see Figure 1)

Note: In other documents, the azimuth angle is sometimes called the horizontal alignment angle.

344
Elevation angle

Vertical angle between the road surface and the centre line of the speed meter (see Figure 1)

Note: In other documents, the elevation angle is sometimes called the vertical alignment angle.

34.5
Side distance

Horizontal distance from the reference point of the speed meter to the closest edge of the closest lane (see
Figure 1; inner edge of the lane marking)

10
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34.6
Height
Vertical distance from the reference point of the speed meter to the road surface (see Figure 1)

Figure 1 — Illustration of several alignment parameters (azimuth, elevation, side distance and height). The
reference point on the speed meter is marked as a circle. The centre line does not necessarily start from the
reference point.
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34.7
Measurement angle

Angle between the vehicle trajectory and the line connecting the speed meter and the vehicle at the instance of
the measurement, see figure 2

Note: The measurement angle has a horizontal and a vertical component. In Figure 2 only a horizontal
component is present.

Figure 2 — Illustration of the horizontal component of the measurement angle «

speed meter .

11
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34.8
Angle measurement
Measurement of the horizontal component of the measurement angle

Note: The measurement of the vertical component of the measurement angle is referred to as vertical angle
measurement.

349

Cosine error

Measurement error due to a measurement angle which differs from the configured value or the value measured
by the instrument

Note:  The name of this term comes from the fact that the component of the speed vector parallel to the line
connecting the speed meter and the vehicle is given by v, = v cos(a), where the measurement
angle a has in general a horizontal and a vertical component.

3.4.10
Along-the-road speed meter
Speed meter without compensation for cosine error

Note:  This is equivalent to a configured measurement angle of 0°. The cosine error is therefore always
negative (i.e. in favour of the accused driver) when using along-the-road speed meters.

34.11
Across-the-road speed meter

Speed meter with compensation for cosine error using either a measured value of the measurement angle, a
configured value of the expected measurement angle or a combination of the two

Note 1: The cosine error can be positive or negative when using across-the-road speed meters.

Note 2: A speed meter, which is installed above the road and compensates for cosine error is also referred to
as across-the-road speed meter, for simplicity.

3.4.12
Aiming device
Device to orient the speed meter such that the azimuth and/or elevation are correct

3.4.13
Vehicle shape-related error
Measurement error due to changing target area on the measured vehicle during the measurement process

Note: The change can be manifold, e.g. a single step, multiple steps, or a gradual sliding.
Figure 3 — Exemplary arrangement where a vehicle shape-related error could occur

Beam changes target on the measured vehicle

3.4.14
Target switching

Switching of the target from one vehicle to a different vehicle during the measurement process

12
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3.5 Errors and faults

3.5.1
Error of indication / measurement error (OIML V 1 [1], 0.04)
Indication minus a reference quantity value

352
Maximum permissible error / MPE (OIML V 1 [1], 0.05)

Extreme value of error of indication, with respect to a known reference quantity value, permitted by
specifications or regulations for a given measurement, measuring instrument, or measuring system

353
Intrinsic error (OIML V 1 [1], 0.06)
Error of indication, determined under reference conditions

354
Initial intrinsic error (OIML V 1 [1], 5.11)
Intrinsic error of a measuring instrument as determined prior to performance tests and durability evaluations

355
Durability error (OIML V 1 [1], 5.16)

Difference between the intrinsic error after a period of use and the initial intrinsic error of a measuring
instrument

3.5.6
Fault (OIML V 1 [1], 5.12)
Difference between the error of indication and the intrinsic error of a measuring instrument

3.5.7
Influence quantity (OIML V 1 [1], 0.07)

Quantity that, in a direct measurement, does not affect the quantity that is actually measured, but affects the
relation between the indication and the measurement result. For speed meters the following quantities are
examples of influence quantities: ambient temperature, measurement angle, acceleration of measured vehicle,
distance and speed of other vehicles on the same or neighbouring lanes

3.5.8
Influence factor (OIML V 1 [1], 5.18)
Influence quantity having a value which ranges within the rated operating conditions of a measuring instrument

3.59
Disturbance (OIML V 1 [1], 5.19)

Influence quantity having a value within the limits specified in part 2 of this Recommendation, but outside
the specified rated operating conditions of the measuring instrument

Note:  An influence quantity is a disturbance if the rated operating conditions for that influence quantity
are not specified.

3.5.10
Significant fault (OIML V 1 [1], 5.14)
A fault exceeding the applicable fault limit value defined in clause 6.18.1.

Note:  See supplements in clause 6.17.1.

13
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3.6 Abbreviations

MPE Maximum Permissible Error
EUT Equipment Under Test
LIDAR  Light detection and ranging

4 Unit of measurement

All quantities shall be expressed in SI units, unless a country’s legal units are different.
The unit of measurement applicable for speed measurement is kilometre per hour (km/h).

Note:  The units of measurement in which the given instrument’s measurement results will be presented, as
well as their symbols, shall conform with the decisions of the General Conference of Weights and
Measures (CGPM), OIML D 2:2007 Legal units of measurement, and, if necessary, the detailed
specifications of the appropriate part of ISO/IEC 80000.

5 Categorisation of speed meters

Speed meters are categorised according to:

1. Mode of use:
a. Stationary speed meter (speed meter is not moving during the measurement)
b. Moving speed meter (from moving vehicle)

2. Principle of installation:
a. Mobile speed meter (can be moved between several positions)
b. Fixed speed meter (fixed at one position)
c. Portable speed meter (can be used from hand or tripod)

3. Working principle of speed measurement:

a. Virtually instantaneous speed measurement:
- Doppler-radar
- Range-finding (e.g. LIDAR)
- Fixed-distance (e.g. inductive loops, laser barriers, light barriers, etc.)
- Image based

b. Average speed measurement between two remote positions:
- Average speed meter (or section speed meter)

4. Triggering and camera
a. Manual measurements
- With camera to record and identify the measured vehicle
- Without camera
b. Automatic measurements (always with camera)

6 Metrological requirements

6.1 Measuring intervals

The specified speed measuring interval shall at least cover the interval from 20 km/h to 180 km/h. A greater
upper limit and/or a smaller lower limit may be specified.

If further measurands are directly involved in the speed measuring process (e.g. distance or angle), the
manufacturer shall specify the measuring intervals for each of these measurands.
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The speed meter shall fulfil the requirements of this Recommendation for all combinations of values inside the
specified measuring intervals. If the measured value of one of the measurands (speed and further measurands,
if applicable) is outside its specified measuring interval, the speed meter shall not indicate the measured speed
value.

Note: National regulations can allow the indication of a symbol or text, if the value of the measured speed is
outside the speed measuring interval, but the values of all other measurands are inside their
corresponding measuring intervals.

6.2 Indicated speed value
The speed values shall be indicated as integer numbers in units of kilometre per hour (km/h).
All indications (displays, printout, evidence file etc.) of the speed meter must show the same result.

Speed values with higher resolution, i.e. with further decimal digits, shall be restricted to the test interface, test
mode or other means not used for legal proceeding.

The manufacturer has to specify the mathematical operation used by the speed meter to obtain the indicated
integer speed values from the higher resolution values given at the test interface.

The instrument shall clearly indicate the driving direction of the measured vehicle (for example, departing or
approaching vehicle).

If the sign of the speed value is used as indication of the driving direction, the minus sign shall represent a
departing vehicle and the plus sign shall represent an approaching vehicle.

If data other than the speed value are indicated, these data shall not be able to be confused with the speed value.

6.3 Metrologically relevant speed value
The indicated integer speed value shall be the relevant speed value used in all metrological controls.

Note 1: Ifthe speed value from the test interface is read for metrological controls, the mathematical operation
used by the speed meter shall be applied to obtain the metrological relevant speed value.

Note 2: The reference speed value used in all metrological controls shall not be rounded to integer values
and shall be used with a sufficient number of significant digits.

6.4 MPE for stationary measurements

The following maximum permissible error (MPE) shall apply for stationary measurements within the rated
operating conditions in all metrological controls:

a. £ 3 km/h at speeds up to and including 100 km/h, and
b. =+ 3 % of the reference speed value at speeds above 100 km/h.

6.5 Linearity error limit for stationary measurements
The following error limit shall apply for stationary measurements when all influence factors are minimized:

a. =1 km/h at speeds up to and including 100 km/h, and
b. =+ 1 % of the reference speed value at speeds above 100 km/h.

6.6 Certainty of vehicle identification

The construction of the speed meter and its speed measurement process shall ensure, when the speed meter is
used according to the operation manual, that measured speed cannot be attributed to the wrong vehicle,
including when other vehicles are driving in the same or opposite direction or passing the measured vehicle.

The speed meter shall record and save an image evidence (photo or video) of the measured vehicle and its
surroundings at a specified moment, unless not required by national legislation.
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The speed meter shall cancel the measurement and shall not produce an evidence file if the measured vehicle
was detected outside the detection field in which correct vehicle identification is certain.

Note:  Possible solutions for certain vehicle identification are, for example, a sufficient restriction of the
monitored area and a detection of vehicle positions. The detected positions shall be indicated in an
appropriate manner, for example, as numerical values of distances or angles, as assignments to a
predefined trigger line including an assignment of the lane, or as markings on the image evidence.

6.7 Indicated distance and angle values
If the speed meter indicates the distance and/or angle values to the measured vehicle according to 6.6,
e the distance values shall be indicated in units of meters with a resolution of at least 0.1 m,

o the angle values shall be indicated in units of degrees with a resolution of at least 0.1°,

o it shall be specified in the operating manual to which moment in the speed measurement process the
indicated distance and/or angle values refer to.

6.8 Requirements specific to across-the-road speed meters

The reference point and the location and direction of the centre line shall either be evident or clearly indicated
on the housing of the speed meter.

It shall be indicated in the manual, whether the compensation of the cosine error is based on configured
parameters and/or on measured values of the horizontal and/or vertical measurement angles.

The interval of allowed values of the alignment parameters azimuth, elevation, side distance and height shall
be specified by the manufacturer.

When the speed meter is aligned in accordance with the manual, the errors of measurement attributable to
misalignment shall not be greater than £0.5% for the specified interval of alignment parameters.

If the compensation of cosine error is based on configured parameters the manufacturer shall describe a
procedure in the manual to retrospectively verify the parameters used in each measurement.

6.9 Vehicle shape related measurement error

No significant fault attributable to a vehicle shape related measurement error shall be possible and the error
limits defined in clause 6.4 must be respected.

6.10 Requirements specific to Doppler-radar based speed meters
The following quantities shall be stated by the manufacturer:

e characteristics of the frequency spectrum of the emitted microwave radiation;
e power of the emitted microwave radiation; and
e horizontal and vertical beam widths.
The frequency spectrum of the radiated microwave radiation shall be within the specified frequency band.

The frequency spectrum of the radiated microwave radiation shall be stable and the frequency of the peaks
shall not drift for more than + 0.2 % within 2 years.

The beam width shall be within + 10% from rated values.

The energy of a possible second microwave beam (side lobe) emitted by the antenna shall not exceed —30 dB
relative to the main radar beam and it shall not be used for measurement.
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6.11 Requirements specific to range-finding based speed meters

The manufacturer shall specify either a fixed pulse repetition rate, pulse time intervals, modulation and sweep
frequencies or another characteristic of the time intervals between the pulses which shall be used to test the
stability of the device.

The beam width shall be within = 10% from rated values specified by the manufacturer.

6.12 Requirements specific to fixed-distance speed meters

The distance between detection points shall be measured or determined with such a method, that the
contribution of its uncertainty to the error of speed measurement is not more than £0.5 %. The characterization
of the uncertainty of the distance measurement shall include a possible variation of the detection points.

The signals of the sensors used to detect the vehicles at the detection points shall be continuously monitored.

If the distance between detection points is variable the manufacturer shall state the minimum and maximum
distance between detection points.

6.13 Requirements specific to average speed meters

The size of detection field shall not exceed 0.5 % of the of the minimum section distance.

Image evidence and time stamp shall be recorded at all detection fields.

Time synchronisation between detection fields shall be achieved and checked by two independent means.

Checking of time synchronisation shall be carried out continuously. Speed measurements shall be inhibited
immediately, when check failed.

All the requirements specific to fixed-distance speed meters (clause 6.12) shall be fulfilled by average speed
meters.

6.14 Requirements specific to image-based speed meters
The positions of the measured vehicle shall be marked or described in the video or image evidences.

The image-based speed meter shall not produce any measurements if the image quality is not sufficient to
guarantee adherence to the listed MPE.

6.15 Requirements specific to moving speed meters

6.15.1 MPE for moving measurements

The following maximum permissible error (MPE) shall apply for moving measurements within the rated
operating conditions in all metrological controls:

a. =7 km/h at speeds up to and including 100 km/h, and
b. +7 % of the reference speed value at speeds above 100 km/h.

6.15.2 Stationary mode

It shall be possible to use moving speed meters in stationary mode for metrological control. The error and fault
limits for moving speed meters in stationary mode shall be the same as for stationary speed meters (clause
6.4).

The stationary mode shall be a test mode if the moving speed meter does not allow stationary measurements
in enforcement mode.
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If both stationary and moving measurements are possible in enforcement mode, the moving speed meter shall
either:

switch automatically between moving and stationary modes (without user interaction), or

b. prevent measurements if the user tries to record stationary measurements when the patrol car is
moving.

6.15.3 Ego speed meter

The ego speed shall be measured simultaneously with the relative speed of the target vehicle. The ego speed
shall be displayed and stored in the evidence file with a resolution of at least 0.1 km/h. The ego speed with a
resolution of at least 0.01 km/h shall be part of the output data of the test interface of moving speed meters and
these values shall be used in metrological controls of the ego speed meter without any rounding or truncation.

Moving measurements shall not be possible if the ego speed meter is outside its rated speed measuring interval.
For the ego speed meter, the following MPE shall apply within the rated operating conditions:

a. =1 km/h at ego speeds up to and including 100 km/h, and
b. *1 % of reference ego speed at ego speeds above 100 km/h.
A technical description of the ego speed meter shall be included in the user manual. Changes to the vehicle

(e.g. change of tyres) have to be clearly either allowed or declared as not possible. If changes are allowed,
the user manual has to specify the necessary steps to guarantee adherence to the listed MPE.

If the ego speed measurement is based on a revolution counter of a wheel of the patrol car, the validity of the
adjustment factor (linked to the effective rolling radius of the wheel) has to be checked at regular intervals,
either automatically or by user interaction. No moving measurements shall be possible if the check of the
adjustment factor was either not performed or failed.

6.16 Minimum requirements for rated operating conditions

Speed meters shall be designed and manufactured such that their errors do not exceed the MPE specified in
clause 6.4 under the operating conditions listed in Table 1.

Table 1 — Minimum rated operating conditions

Point Condition Rated interval or value

A Ambient temperature From —10 °C up to +50 °C

B Relative humidity Up to 95 % condensing

C Random vibration 10 Hz — 150 Hz, 7 m/s?, 1 m%/s, =3 dB/octave

D DC mains voltage As specified by the manufacturer

E AC mains voltage Unom—15 % to Unom+10 %

F AC mains frequency from =2 % 10 faom+2 %

. All voltages between a new or freshly charged battery,

G Voltage of internal battery down to the lowest voltage at which the instrument
functions properly within the MPEs, according to the
specifications given by the manufacturer.

18






TC7_SC4_P3 N033 OIML R 91-1:202x (E)

Point Condition Rated interval or value
q Voltage of a road vehicle 12V battery: 9 Vto 16 V
battery 24 V battery: 16 Vto 32V

When out of service, the speed meters shall be capable of withstanding storage temperatures from
—25°Cto +70 °C.

6.17 Rated operating conditions

The manufacturer shall state the following rated operating conditions in accordance with the minimal
requirements from 6.16 based on the point of use and the principle of installation:

a. for speed measurement: measuring interval from minimum to maximum speed, including direction of
traffic;
b. for vehicle identification, if necessary:

- minimum and maximum distance to vehicle, where speed can be measured and vehicle
identification is certain;

- minimum and maximum angle or lateral distance to vehicle, where speed can be measured and
vehicle identification is certain; and

- maximum number of vehicles in simultaneous measurement.
c. for climatic influence quantities:

- minimum and maximum operating temperature;

- minimum and maximum storage temperature and

- climatic environment classification according to OIML D 11 [2].
d. for mechanical influence quantities:

- mechanical environment classification according to OIML D 11 [2].
e. for power supply and electromagnetic influence quantities:

- reference values for the power supply and
- electromagnetic environment classification according to OIML D 11 [2].

6.17.1 Climatic classification

Speed meters and its parts shall be placed in the following classes according to OIML D 11 [1], 8.2.2 to
determine climatic tests levels:

a. HI1 — when they are used in enclosed environmentally protected environments, where local climate is
controlled,

b. H2 — when they are used in enclosed environmentally protected environments, where local climate is
not controlled and

c. H3 - when they are used in open air in moderate temperature zones.
Mandatory tests are for temperature, humidity and water, as listed in Table 1 in clause 6.16.
Speed meter can be tested inside cabinet, the cabinet should be identified as a part of speed meter.

Tests for atmospheric pressure, sand and dust and salt mist are optional.
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6.17.2 Mechanical tests classification

Speed meters and its parts shall be placed in the following classes according to OIML D 11 [1], 8.3 to determine
mechanical test levels:

a. M2 — for static speed meters, including mobile speed meters (portable and handheld),
b. M3 — for moving speed meters.

6.17.3 Electromagnetic tests classification

Speed meters and its parts shall be generally placed in the following classes according to OIML D 11 [1], 8.4
to determine electromagnetic tests levels:

a. E2 — when the power is provided by a mains supply or stand-alone battery and
b. E3 - when the power is provided by the battery of a vehicle.

For additional guidance, refer to OIML D 11 [1], 5.5, 8.4.2 and 8.5.

6.18 Disturbances

6.18.1 Fault limit value

The following fault limit values shall apply for stationary speed meters and moving speed meters in stationary
mode:

a. =£1.5 km/h at speeds up to and including 100 km/h, and
b. *1.5 % of the reference speed value at speeds above 100 km/h.

For ego speed meters, the following fault limit values shall apply:

a. =£0.5 km/h at ego speeds up to and including 100 km/h, and
b. 0.5 % of the reference ego speed value at ego speeds above 100 km/h.

6.18.2 Acceptable significant faults
The occurrence of the following significant faults is acceptable

e significant faults arising due to the simultaneous presence of more than one cause, all of which are
mutually independent,

e significant faults implying that no evidence file is produced and stored.

Note: The occurrence of such significant faults shall be documented in the test report.

6.18.3 Other causes of significant faults
The occurrence of the following events shall be treated as if a significant fault has occurred:
e if any malfunction occurs which might cause a measured speed to be assigned to the wrong vehicle,

e if a disturbance leads to the corruption of a stored evidence file.

6.18.4 Reaction to disturbances

Speed meters shall be designed and manufactured in such a way, that when they are exposed to disturbances
under the limits specified in Part 2 of this Recommendation, either

a) significant faults do not occur or

b) significant faults are detected and no measurement result is displayed and no evidence file is produced.
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6.19 Durability

The requirements from 5.1 to 5.18 shall be met permanently during the time interval between subsequent
verifications.

Speed meters shall be designed to maintain stability of their metrological characteristics over a period of time
(to be specified by the manufacturer) which shall be at least as long as the verification period.

The verification period is defined under the responsibility of the National Authorities (subsequent
verifications).

6.20 Redundancy of the measuring process

The measuring process shall have sufficient redundancy to detect failures with influence on speed
measurement.

6.21 Presumption of compliance

Speed meters according to this Recommendation are presumed to not comply with the requirements from 5.1
to 5.20, if they fail any one of the tests specified in the Part 2 of this Recommendation.

7 Technical requirements
7.1 General principles

7.1.1  High level metrological protection

A speed meter shall provide the highest level of metrological protection in order that any party affected can
have confidence in the result of the speed measurement.

It shall be designed and manufactured to the highest level of quality in with respect to the measurement
technology and security of the measurement data.

7.1.2 Intended use

The technical and metrological solutions used in the speed meter shall take into account the intended use of
the speed meter and any possible foreseeable misuse of it.

7.1.3  Possibility to carry out examinations and tests

The speed meter must be so designed as to enable the carrying out of each examination and test prescribed in
this Recommendation.

7.1.4 Protection against fraud and misuse

The metrological characteristics of a speed meter shall not be influenced in any inadmissible way by the
connection to it of another device, by any feature of the connected device itself or by any remote device that
communicates with the speed meter.

Hardware components that are critical for metrological characteristics shall be designed so that they can be
secured.

Security measures foreseen shall provide for evidence of an intervention.

The speed meter must not possess any characteristics that simplify or induce fraudulent use or
misrepresentation of the actual speed.
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7.1.5 Protection of the measurement, software and parameters

The speed measurement, software critical for speed measurement and metrological important parameters
stored or transmitted shall be adequately protected against accidental or intentional corruption or alteration.

Legally relevant software shall be identified.

7.2 Indication of measurement results

Reading of the results (on the display, printed or recorded one) shall be reliable, easy and unambiguous under
normal conditions of use.

The result of the measurement shall be displayed digitally by means of aligned digits.

The name of the unit of measurement or its symbol shall appear in close proximity to all indicated values of
measured quantities. The characters used shall be at least 3 mm high.

7.2.1  Availability of the result of a manual measurement

Speed meters performing manual measurements shall indicate the measured speed accompanied by at least the
local time of measurement with a resolution of at least one second. If no evidence files are stored, the indication
shall remain visible and any further measurements shall be inhibited until the indication is cleared explicitly
by an action of the operator.

7.2.2  Availability of the result of automatic measurement

Speed meters performing an automatic measurements shall record and store evidence files for later processing
and use.

7.3 Evidence file
At least the following items should be recorded in the evidence file:

Date and time of measurement,
Location of measurement,
Unique identification of measurement (e.g. current sequence number),

/a0 o

Speed of the measured vehicle with a resolution of 1 kim/h, including an indication of the driving
direction of the measured vehicle

Speed limit (only for stationary speed meters),
Type designation,

Serial number of speed meter,

PR oo

One or several photos or video files of measured vehicle,

e

Information relevant for vehicle identification (see 6.6),
Configuration of the speed meter,

—.

k. Additional means for identification of the measured vehicle (e.g. lane indicator, crosshair, marker,
etc.), if speed meter can cover several vehicles during the measurement.

1. Measured ego speed with a resolution of at least 0.1 km/h (only for moving measurements) and

m. Indication if the measurement was moving or stationary (only for moving speed meters which allow
stationary measurements in enforcement mode).

National regulations can prescribe a different list of items.

The evidence file shall be secured by appropriate means to ensure its integrity, security and authenticity.
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7.4 Storing evidence files

Speed meters that store evidence files shall provide secure and medium-term storage (for example, for 3
months) of data for further use in legal proceedings.

Evidence files shall be stored automatically after the measurement is done.

The measurement value stored shall be accompanied by all the relevant information that is necessary for future
legally relevant use.

The data shall be protected by software means to guarantee the authenticity, integrity and correctness of the
information related to the speed measurement.

Software displaying data from stored evidence files shall check automatically the authenticity and integrity of
the data. If an irregularity is detected, the data shall be discarded or marked unusable.

Confidential private keys employed for protecting data shall be kept secret and secured in the system of the
speed meter.

There must not be any possibility to read the private key, except by the cryptographic routines of the speed
meter itself during the signing process of a new evidence file.

7.5 Checking facilities

Self-checking shall be carried out each time the speed meter is switched on. When performing automatic
measurements, self-checking shall be carried out at least once per day.

Speed meters performing manual measurements shall use at least type N — non-automatic checking facility
according to OIML D 11, 3.19.2, and when performing automatic measurements, they shall use type I -
intermittent automatic checking facility according to OIML D 11, 3.19.1.2.

Self-checking shall cover all circuits of the measuring chain (input to display/storage), for example by
simulating a speed or a time interval (depending on the technology). Self-checking shall also cover the
authenticity of all legally relevant parts of the software and of the parameters, whose values do not depend on
the site of measurement. Site-dependent parameters such alignment parameters, trigger line definition, lane
definition, etc. don't have to be part of self-checking. When any significant fault, defect or an error signal is
detected, the speed meter shall give an error message and shall not allow any further measurements.

The speed meter shall constantly monitor the ambient temperature. When the operating temperature interval is
exceeded, the speed meter shall give an error message and shall not allow any further measurements.

If the speed meter is located within an air-conditioned container, the speed meter shall constantly check the
temperature inside the container. The manufacturer shall specify the operating temperature interval inside the
container. When the operating temperature interval inside the container is exceeded, the speed meter shall give
an error message and shall not allow any further measurements.

The speed meter shall constantly monitor its power supply lines. When the rated operating voltage interval is
exceeded the speed meter shall give an error message and shall not allow any further measurements.

7.6 Alignment parameters of mobile speed meters

If a mobile speed meter has metrologically relevant alignment parameters, their values shall be confirmed by
the user after each start-up and before speed enforcement is possible.

7.7 Aiming device
Any aiming device shall be of robust construction such that its orientation is maintained under disturbances.

The manufacturer shall describe a procedure in the manual to verify the orientation of any aiming device.

23






OIML R 91-1:201x (E) TC7_SC4 P3_NO033

7.8 Modes

7.8.1 Enforcement mode

It shall be clearly indicated when the instrument is in enforcement mode.

7.8.2 Test mode

The existence of a test mode is optional except if required for metrological control. The test mode shall not be
directly accessible to the user and shall be protected (e.g. by a password). The test mode may be required for
metrological control, e.g. if state-of-the art simulation in enforcement mode is not possible. The results of the
speed measurements in enforcement mode and in test mode must be identical. The manufacturer is obligated
to specify all differences between enforcement mode and test mode.

7.9 Test interface

The speed meter shall be equipped with a test interface, which outputs data or signals relevant for the purpose
of metrological control.

The output data must be activated in enforcement mode and should include at least:

time stamp of the measurement;

measured speed with a resolution of at least 0.1 km/h (see clause 6.2);
measured distance with resolution of at least 0.1 m (if applicable);
measured angle with resolution of at least 0.1° (if applicable);

target position coordinates with resolution of at least 0.1 m (if applicable);
lane information (if applicable)

measured ego speed with resolution at least 0.01 km/h (if applicable);

I N

vehicle direction (if applicable);

—

version number and hash value of software (at start-up);
j- the result of a checking facility with a resolution of at least 0.1 km/h (if applicable);
k. identification based on the serial number;

If it is not possible to simulate the sensor input signal of a variety of traffic situations using state-of-the-art
simulation a testing input interface is required.

7.10 Software

All software influencing the metrological characteristics of a speed meter shall be identified as such and shall
be secured.

The whole software of the speed meter should be considered as legally relevant only if software separation is
not implemented as described in OIML D 31 [3], 6.2.2.1.

7.10.1 Software identification (OIML D 31 [3], 6.1.1)

The software of the speed meter shall be clearly identified with a version number assigned by the manufacturer,
and a state-of-the-art hash value. The identification shall be inextricably linked to the software itself and shall
be calculated, then presented or printed on command or displayed during operation or at start up.

The hash algorithm shall be a standardised algorithm.

The software version and hash value shall be easily accessible and easy to readout. It shall be possible that
these values are transferred to the testing interface during start-up or on request.
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7.10.2 Fraud protection (OIML D 31 [3], 5.1.3.2)

The software shall be secured against unauthorized modification, loading, or changes by swapping the external
memory device.

In addition to mechanical sealing, technical means may be necessary to secure measuring instruments having
an operating system or an option to load software.

Software protection comprises appropriate sealing by mechanical, electronic and/or cryptographic means,
making an unauthorized intervention impossible or evident.

Only clearly documented functions are allowed to be activated through the user interface, which shall be
realized in such a way that it does not facilitate fraudulent use.

For the type approval procedure, the manufacturer of the measuring instrument shall declare and document all
program functions that can be activated through the user interface. No non-documented functions shall exist.
The manufacturer shall state the completeness of the documentation of these functions.

Parameters that fix the legally relevant characteristics of the speed meter shall be secured against unauthorized
modification. For the purpose of verification it must be possible to display or print the current parameter
settings..

7.11 Inscriptions — descriptive markings

The speed meter shall be marked with a temper-evident label on a visible part of the instrument with the
following information:

manufacturer’s trade mark/corporate name,

year of manufacture,

type designation/model number,

type approval mark according to national regulations,

serial number of the instrument,

speed measuring interval,

maximum and minimum measuring distance, if applicable,

P oo oo o

ambient temperature range,

—

details of the electrical power:
- in the case of mains power: the nominal mains voltage, frequency and power required;

- in the case of power by a road vehicle battery: the nominal battery voltage and power required;
and

- in the case of an internal removable battery: the type and nominal voltage of the battery.

If the speed meter consists of several units, each unit shall bear at least markings a., b., c. and e. The main unit,
visible to the user, shall bear all inscriptions.

7.12 Manual
The manual shall be approved during the type evaluation.
The manual shall be in the official language(s) of the country (or another accepted language according to

national legislation) and easily understandable.

The information in the manual must be chosen and structured such that following all instructions in the
manual is sufficient to guarantee that the speed meter fulfils all requirements, in particular obeys the error
limits and ensures correct identification of the measured vehicle.
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The manual shall include at least:

installation instructions,

operating instructions,

description of self-checking procedures,

maximum and minimum storage temperatures,

rated operating conditions,

all other relevant mechanical and electromagnetic environmental conditions,
mechanical and electromechanical environment classes, and

FR oo a0 oo

safety and security conditions.

Installation instructions shall cover, if necessary, the acceptable:
a. minimum horizontal and vertical road curve radius,
b. intervals of installation height and side distance,
c. intervals of azimuth and elevation angles.

7.13  Sealing

Effective sealing means shall be provided by the manufacturer on all parts of the speed meter that are not
materially or electronically protected in another way against unauthorized intervention that may affect its
accuracy or integrity.

Sealing can be realised mechanically, electronically or by any other technical means, which provides clear
evidence of any tampering with the protection of the speed meter.

This applies in particular to

a. adjustment means,

b. replacement of specific parts, if this replacement is expected to change the metrological
characteristics, alignment or aiming of the speed meter, and

c. software integrity.

7.14 Verification marks

On the speed meter there must be enough space to put verification marks at visible spots.

8 Metrological controls

The metrological controls of speed meters may, in agreement with national prescription, consist of

type approval,

initial verification,
subsequent verification, and
in-service inspection.

o o

Measures to ensure durability (see 6.19), which shall include assessments under items a. to d. above shall be
taken subject to national prescription.
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8.1 Type approval

&.1.1 Documentation

The documentation submitted with the application for type approval shall include, as far as applicable and in
accordance with national regulations:

- metrological characteristics of the speed meter;

- technical and electronic specifications;

- functional description of the speed meter including its subassemblies and components;

- description of how significant vehicle shape-related measurement errors are inhibited;

- drawings, diagrams and photos of the speed meter explaining its construction and operation;

- alist of interfaces specifying types, intended use, immunity to external influences;

- installation requirements and instructions;

- description and application of self-checking mechanisms;

- security sealing plan including drawings or photos;

- panel layout (user interface);

- general information on the software (covering in particular the requirements in 7.10);

- operating instructions and operating manual that will be provided to the user;

- documents or other evidence that support the assumption that the design and characteristics of the
measuring instrument comply with the requirements of this Recommendation,

- the documentation requested in OIML D31:2019 [3], 7.1,
- asample of a recorded event (evidence file), and
- description of measuring principle or algorithm and how speed values for indication are obtained.

Testing laboratory can request any additional more detailed documentation to be able to continue with testing
of speed meter.

8.1.2  Units submitted to type test

Type evaluation shall be performed on at least one equipment under test (EUT), which represents the definitive
type.

The evaluation shall include the examination and tests specified in part II of this Recommendation. Additional
tests can be applied, if it is necessary due to the technology of the speed meter.

The applicant shall supply at least one production EUT for type testing.

The testing laboratory may carry out different tests simultaneously on two or three EUTs. In this case, the
testing laboratory shall ensure that all submitted instruments are in conformance to type.

All accuracy and influence tests shall be performed on the same EUT, but disturbance tests may be performed
on one more additional EUT. These additional EUTs shall also be submitted beforehand to the accuracy tests.

If an EUT does not pass a specific test and as a result has to be modified or repaired, the applicant shall carry
out this modification to all EUTs supplied for testing.

If the testing laboratory cannot exclude that the modification has a negative influence on tests that already had
a positive result, these tests shall be repeated.

The EUT may be adjusted, if necessary, before type approval testing begins. Thereafter, no adjustment shall
be performed until all type approval testing is complete.

8.1.3  Visual inspection

The instrument and the documentation shall be given a visual inspection to obtain a general appraisal of its
design and construction, and the documentation shall be studied.
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In particular, the following aspects shall be examined:

measuring interval (6.1);

indicated speed value (5.2) and other values and information (6.7 and 7.3);
protection against fraud (7.10.2);

checking facility (7.5);

durability protection (6.19);

software (7.10);

storage of measurement results (7.4);

Fo oo oo o

data transmission (7.1.5);

—

inscriptions (7.11);
operating manual (7.12);
sealing (7.13); and
suitability for testing (7.9).

—

8.1.4 Type evaluation tests
Type evaluation tests for speed meters include the following tests:

Metrological field test (OIML R 91-2, 4);

Metrological laboratory test by traffic simulation (OIML R 91-2, 5);
Influence factor and disturbance tests (OIML R 91-2, 6);

Tests specific to certain categories of speed meters (OIML R 91-2, 7);
Durability tests; and

Software tests (OIML R 91-2,8).

Mo oo o

8.2 Initial verification

Initial verification shall be carried out by the appropriate metrological authority to establish conformity of the
speed meter to the approved type and/or the requirements of this Recommendation.

The speed meter shall comply with the requirements from clauses 6 and 7.

Initial verification control may be performed according to national legislation.

8.2.1 Visual inspection
Before testing, the speed meter shall be visually inspected by:

metrological characteristics,
prescribed inscriptions and positions for verification and control marks,
visual conformity with the approved type as described in the approval certificate, and

/o o

the speed meter shall be in good working order.

8.2.2 Tests
During the initial verification, the following test should be carried out:

a. laboratory accuracy test, or
b. field accuracy test.

It is allowed to combine or switch between those two tests.

The speed meter shall be fully assembled and operational.
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8.2.3 Assessment of conformity
Assessment of conformity to the approved type and this Recommendation shall cover:

a. compliance of the instrument with the metrological requirements in clause 6, in particular with the
MPE given in clause 6.4 and 6.15.1,

b. compliance of the instrument with the technical requirements in clause 7,
correct functioning of the complete speed meter, and
d. configuration of the speed meter as far as it has metrological relevance to speed measurement.

8.2.4 Marking and securing
According to national legislation, signing or marking of initial verification may follow to 7.14.

National legislation may also require securing of speed meter installation parameters or other devices that
might influence the metrological characteristics of the speed meter.

8.3 Subsequent verification

Subsequent verification shall be carried out by the appropriate metrological authority to trace the conformity
of the speed meter to the approved type and/or the requirements of this Recommendation over operation time.

Subsequent verification control may be performed according to national legislation.

Subsequent verification shall be carried out in accordance with the same requirements as in 8.2 for initial
verification with the same MPE as for initial verification.

Marking and securing may take place according to 7.14 and according to the any additional national legislation
requirements.

8.3.1 Tests
During the subsequent verification, the following test should be carried out:

a. laboratory accuracy test, or
b. field accuracy test.

It is allowed to combine or switch between those two tests.

The speed meter shall be fully assembled and operational.

8.4 In-service inspection

In-service inspection shall be carried out in accordance with the same requirements as in 8.2 for initial
verification, with the exception that the in-service MPE according to national legislation shall be applied.
Marking and securing may remain unchanged, or renewed according to 8.3.

8.4.1 Test

In-service inspection can be done according to the field accuracy tests.
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Foreword

The International Organization of Legal Metrology (OIML) is a worldwide, intergovernmental organization
whose primary aim is to harmonize the regulations and metrological controls applied by the national
metrological services, or related organizations, of its Member States. The main categories of OIML
publications are:

* International Recommendations (OIML R), which are model regulations that establish the
metrological characteristics required of certain measuring instruments and which specify methods and
equipment for checking their conformity. OIML Member States shall implement these
Recommendations to the greatest possible extent;

* International Documents (OIML D), which are informative in nature and which are intended to
harmonize and improve work in the field of legal metrology;

* International Guides (OIML G), which are also informative in nature and which are intended to give
guidelines for the application of certain requirements to legal metrology; and

* International Basic Publications (OIML B), which define the operating, rules of the various OIML
structures and systems.

OIML Draft Recommendations, Documents and Guides are developed by Technical Committees or
Subcommittees which comprise representatives from the Member States. Certain international and regional
institutions also participate on a consultation basis. Cooperative agreements have been established between the
OIML and certain institutions, such as ISO and the IEC, with the objective of avoiding contradictory
requirements. Consequently, manufacturers and users of measuring instruments, test laboratories, etc. may
simultaneously apply OIML publications and those of other institutions.

International Recommendations, Documents, Guides and Basic Publications are published in English (E) and
translated into French (F) and are subject to periodic revision.

Additionally, the OIML publishes or participates in the publication of Vocabularies (OIML V) and
periodically commissions legal metrology experts to write Expert Reports (OIML E). Expert Reports are
intended to provide information and advice, and are written solely from the viewpoint of their author, without
the involvement of a Technical Committee or Subcommittee, nor that of the International Committee of Legal
Metrology. Thus, they do not necessarily represent the views of the OIML.

This publication — reference OIML R 91-1, Edition 202x — was developed by Project Group 3 of Technical
Subcommittee TC 7/SC 4 — Speed meters. It was approved for final publication by the International Committee
of Legal Metrology at its xxth meeting in October 202x. It supersedes the previous edition of R 91 dated 1990.

OIML Publications may be downloaded from the OIML web site in the form of PDF files. Additional
information on OIML Publications may be obtained from the Organization’s headquarters:

Bureau International de Métrologie Légale
11, rue Turgot - 75009 Paris — France
Telephone: 33 (0)1 48 78 12 82

Fax: 33 (0)1 42 82 17 27

E-mail: biml@oiml.org

Internet: www.oiml.org
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Part 1: Metrological and technical requirements

1 Introduction

This OIML Recommendation consists of five separate parts:
e Part 1: Metrological and technical requirements,
e Part 2: Test procedures,
e Part 3: Test report format,
e Part 4: Type evaluation report format, and

e Part 5: Verification and inspection procedures (to be agreed, if needed).

2 Scope

This Recommendation specifies the metrological and technical requirements, metrological controls and test
procedures for speed enforcement devices for the measurement of traffic speed of vehicles on the road,
hereafter, in short “speed meters”. The Recommendation states the conditions that the speed meter must satisfy,
when results of speed measurement are to be used in legal proceedings. The Recommendation does not cover
the policy of setting speed or trigger limits for measurements.

The Recommendation covers both general requirements valid for all speed meters and specific requirements
valid only for certain categories of speed meters (see clause 5).

3 Terms and definitions

3.1 General

3.1.1
Speed meter

Instrument that measures and displays the speed of a distant vehicle within specified error limits used for traffic
enforcement cases

8.1.2
Evidence file
Computer-Electronic file containing all relevant data related to a speed measurement

8.1.3
Standby mode
Mode of operation in which no speed measurements will be performed

3.14
Enforcement mode
Mode of operation in which speed measurements for traffic enforcement cases are carried out

Note:  The enforcement mode is the preferred mode for metrological control.
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3.1.5
Test mode
Mode of operation in which speed measurements for test and examination purposes are carried out

3.1.6
User interface

Interface that enables information to be interchanged between the operator and the measuring instrument or its
hardware or software components, e.g. switches, keyboard, mouse, display, monitor, printer, touch-screen,
software window on a screen including the software that generates it

8. =7

Test interface

Software or hardware interface from which measurement signals or data can be read or to which measurement
signals can be inserted

Note: To record and analyse signals from field experiments or to insert recorded or artificial data, e.g. to
support metrological control.

3.1.8
Checking facility (OIML V 1 [1], 5.07)

Facility that is incorporated in a measuring instrument and which enables significant faults to be detected and
acted upon

3.19
Manual measurement
Speed measurement triggered by user interaction

3.1.10
Automatic measurement
Speed measurement triggered by the traffic situation without user interaction

3.1.11
Trigger line

Virtual line segment on one or several lanes of the road at which automatic speed measurements are
concluded

Note I: The trigger line is typically perpendicular to the direction of the road.

Note 2: The trigger line is not necessarily in the same position for every measurement

3.1.12
Trigger distance
Horizontal distance along the road from the speed meter to the trigger line

3.1.13
Measurement section
Straight or curved section on the road, on which the measured vehicle was driving during the measurement.

Note 1: lts starting and end points are defined such that the measured speed value refers to the average speed
on the measurement section.

Note 2: For a manual measurement, the measured vehicle drives on the measurement section after the
measurement is triggered. For an automatic measurement, the measured vehicle leaves the
measurement section on the trigger line.
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3.2 Mode of use

82,1
Ego speed
Speed (relative to the road surface) of the speed meter during a measurement

322
Ego speed meter
Instrument measuring the speed of the vehicle in which the moving speed meter is installed

8.:2.3
Stationary measurement
Speed measurement at zero ego speed, i.e. the speed meter is not moving during the measurement

Note: In other documents, stationary measurements are sometimes called_a static measurements or
measurements from a static point.

824
Stationary speed meter
Speed meter which is designed for stationary measurements and does not correct for non-zero ego speed.

Note: A stationary speed meter is either fixed or mobile.

8.2.3
Moving speed meter
Speed meter installed in a vehicle which is intended to be in motion during measurements

Note:  An ego speed meter is part of a moving speed meter.

3.2.6
Moving measurement
Speed measurement using a moving speed meter with non-zero ego speed

8.2:7
Mobile speed meter
Stationary speed meter which can be moved to different locations between measurements

Note 1: Stationary speed meters installed in a vehicle or on a trailer are also considered as mobile speed
meters.

Note 2: Portable speed meters which are used hand-held or which are (temporarily) installed byhand-on a
tripod for similar temporary stand_to guide the hand of the operator)) for a limited series of
measurement are also considered as mobile speed meters.

3.2.8
Fixed speed meter
Stationary speed meter permanently installed in a cabinet, on a fixed pole or a similar fixed stand
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33 Working principle

331
Doppler-radar based speed meter

Speed meter emitting microwave radiation and detecting the Doppler shift of the radiation reflected by
moving objects

332
Range-finding based speed meter

Speed meter emitting pulsed or modulated radiation and detecting the transit time of the pulses reflected by
objects

Note:  Laser scanners and hand-held LIDAR speed meters are examples belonging to this category.

333
Fixed-distance speed meter

Speed meter incorporating two or more detection pointsfields at fixed distances and detecting the transit time
of the vehicles between the detection fieldspoints

Note:  Laser or light barriers and inductive loop detectors are examples belonging to this category.

334
Average speed meter
Fixed-distance speed meter with closest detection fields separated by more than 50 m

Note: Average speed meters are also referred to as section speed meters.

335
Image-based speed meter

Speed meter incorporating one or more video or photo cameras and determining the speed of the vehicles by
image processing

3.3.6
Beam width
Half-maximum power (—3 dB) horizontal beam width of a radiation beam in the horizontal plane

Note:  The half-maximum power beam width of a radiation beam in the vertical plane is referred to as
vertical beam width.

3.3.7
Fixed beam
Radiation beam emitted in a fixed angle from the speed meter

338
Scanning beam
Radiation beam emitted in a periodically changing angle from the speed meter

639
Detection pointfield
Seetion-Point on the road atin which passing vehicles are detected
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Fu.10

Detection field

Section on the road containing all possible locations of a detection point (considering the possible variation
of the location of the detection point)

331063.3.11
Section distance
The closest driving Pdistance between entry and exit detection fields of fixed-distance speed meters

33H33.12
Hash algorithm

A hash algorithm is a function that converts a data string into a numeric string output of fixed length. Hash
algorithms are designed to be collision-resistant, meaning that there is a very low probability that the same
string would be created for different data. Used for software identification, authentication of measurements,
protection of settings etc.

Note: Typical hash algorithms are MBS-andare SHA-2 (256 bit hash) or stronger+.

34 Alignment

34.1

Centre line

Line starting from the speed meter lying in the centre of the region monitored by the speed meter (see Figure 1)
Notes:

e For a speed meter with a fixed beam the centre line is in the centre of the beam.
e For a speed meter with a scanning beam the centre line is in the centre of the scanning region.

34.2
Reference point

Point on the housing of the speed meter which serves as a reference for all distance measurements to the speed
meter (see Figure 1)

343
Azimuth angle
Horizontal angle between the course of the road and the centre line of the speed meter (see Figure 1)

Note: In other documents, the azimuth angle is sometimes called the horizontal alignment angle.

344
Elevation angle

Vertical angle between the road surface and the centre line of the speed meter (see Figure 1)

Note: In other documents, the elevation angle is sometimes called the vertical alignment angle.

34.5
Side distance

Horizontal distance from the reference point of the speed meter to_the closest edge of the closest lane (see
Figure 1; inner edge of the lane marking)

10
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3.4.6
Height
Vertical distance from the reference point of the speed meter to the road surface (see Figure 1)

Figure 1 — Illustration of several alignment parameters (azimuth, elevation, side distance and height). The
reference point on the speed meter is marked as a circle. The centre line does not necessarily start from the
reference point.
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3.4.7

Measurement angle

Angle between the vehicle trajectory and the line connecting the speed meter and the vehicle at the instance of
the measurement, see figure 2

Note: The measurement angle has a horizontal and a vertical component. In Figure 2 only the-a horizontal
component e-is shewnpresent.

Figure 2 — Illustration of the horizontal component of the measurement angle

speed meter .

11
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3.4.8
Angle measurement
Measurement of the horizontal component of the measurement angle

Note: The measurement of the vertical component of the measurement angle is referred to as vertical angle
measurement.

3.49

Cosine error

Measurement error due to a measurement angle which differs from the configured value or the value measured
by the instrument

Note:  The name of this term comes from the fact that the component of the speed vector parallel to the line
connecting the speed meter and the vehicle is given by v, = v cos(a). where the measurement
angle o -has in general a horizontal and a vertical component.

3.4.10
Along-the-road speed meter

Speed meter without compensation for cosine error

Note:  This is equivalent to a configured measurement angle of 0°. The cosine error is therefore always
negative (i.e. in favour of the accused driver) when using along-the-road speed meters.

34.11
Across-the-road speed meter

Speed meter with compensation for cosine error using either a measured value of the measurement angle, a
configured value of the expected measurement angle or a combination of the two

Note 1: The cosine error can be positive or negative when using across-the-road speed meters.

Note 2: A speed meter, which is installed above the road and compensates for cosine error is also referred to
as across-the-road speed meter, for simplicity.

34.12
Aiming device
Device to orient the speed meter such that the azimuth and/or elevation are correct

34.13
Vehicle shape-related error
Measurement error due to changing target area on the measured vehicle during the measurement process

Note: The change can be manifold, e.g. a single step, multiple steps, or a gradual sliding.
Figure 3 — Exemplary arrangement where a vehicle shape-related error could occur

Beam changes target on the measured vehicle

? ___________________ speed meter

oMol TR

34.14
Target switching
Switching of the target from one vehicle to a different vehicle during the measurement process

12






TC7_SC4_P3 N033 OIML R 91-1:202x (E)

3.5 Errors and faults

3.5.1
Error of indication / measurement error (OIML V 1 [1], 0.04)

Indieated-quantity~valuelndication minus a reference quantity value

352
Maximum permissible error / MPE (OIML V 1 [1], 0.05)

Extreme value of measurementerror of indication, with respect to a known reference quantity value, permitted
by specifications or regulations for a given measurement, measuring instrument, or measuring system

353
Intrinsic error (OIML V 1 [1], 0.06)
Error of indication, determined under reference conditions

354
Initial intrinsic error (OIML V 1 [1], 5.11)
Intrinsic error of a measuring instrument as determined prior to performance tests and durability evaluations

355
Durability error (OIML V 1 [1], 5.16)

Difference between the intrinsic error after a period of use and the initial intrinsic error of a measuring
instrument

3.5.6
Fault (OIML V 1 [1], 5.12)
Difference between the error of indication and the intrinsic error of a measuring instrument

3.5:7
Influence quantity (OIML V 1 [1], 0.07)

Quantity that, in a direct measurement, does not affect the quantity that is actually measured, but affects the
relation between the indication and the measurement result. For speed meters the following quantities are
examples of influence quantities: ambient temperature, measurement angle, acceleration of measured vehicle,
distance and speed of other vehicles on the same or neighbouring lanes

3.5.8
Influence factor (OIML V 1 [1], 5.18)
Influence quantity having a value which ranges within the rated operating conditions of a measuring instrument

359
Disturbance (OIML V 1 [1], 5.19)

Influence quantity having a value within the limits specified in part 2 of this Recommendation, but outside
the specified rated operating conditions of the measuring instrument

Note:  An influence quantity is a disturbance if the rated operating conditions for that influence quantity
are not specified.

3.5.10
Significant fault (OIML V 1 [1], 5.14)
A fault exceeding the applicable fault limit value defined in clause 6.18.1.

Note:  See supplements in clause 6.17.1.

13
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3.6 Abbreviations

MPE Maximum Permissible Error

EUT Equipment Under Test

PRR PulseR ..

INSS lobal . 1

CW— Continvous-Wave

i Eeecpepe ledulited Continne i e
LIDAR  Light detection and ranging

4 Unit of measurement

All quantities shall be expressed in SI units, unless a country’s legal units are different.
The unit of measurement applicable for speed measurement is kilometre per hour (km/h).

Note: The units of measurement in which the given instrument’s measurement results will be presented, as
well as their symbols, shall conform with the decisions of the General Conference of Weights and
Measures (CGPM), OIML D 2:2007 Legal units of measurement, and, if necessary, the detailed
specifications of the appropriate part of ISO/IEC 80000.

5 Categorisation of speed meters

Speed meters ean-beare categorised according to:

1. Mode of use:
a. Stationary speed meter (speed meter is not moving during the measurement)
b. Moving speed meter (from moving patrel-vehicle)

2. Principle of installation:
a. Mobile speed meter (can be moved between several positions)
b. Fixed speed meter (fixed at one position)
c. Portable speed meter (can be used from hand or tripod)

3. Working principle of speed measurement:

a. Virtually instantaneous speed measurement:
- Doppler-radar
- Range-finding (e.g. LIDAR)
- Fixed-distance (e.g. inductive loops, laser barriers, light barriers, etc.)
- Image based

b. Average speed measurement between two remote positions:
- Average speed meter (or section speed meter)

4. Triggering and camera
a. Manual measurements
- With camera to record and identify the measured vehicle
- Without camera
b. Automatic measurements (always with camera)

14
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6 Metrological requirements

6.1 Measuring intervals

The specified speed measuring interval shall at least cover the interval from 20 km/h to 180 km/h. A greater
upper limit and/or a smaller lower limit may be specified.

If further measurands are directly involved in the speed measuring process (e.g. distance or angle), the
manufacturer shall specify the measuring intervals for each of these measurands.

The speed meter shall fulfil the requirements of this Recommendation for all combinations of values inside the
specified measuring intervals. If the measured value of one of the measurands (speed and further measurands,
if applicable) is outside its specified measuring interval, the speed meter shall not indicate the measured speed
value.

Note: National regulations can allow the indication of a symbol or text, if the value of the measured speed is
outside the speed measuring interval, but the values of all other measurands are inside their corresponding
measuring intervals.

6.2 Indicated speed value
The speed values shall be indicated as integer numbers in units of kilometre per hour (km/h).
All indications (displays, printout, evidence file etc.) of the speed meter must show the same result.

Speed values with higher resolution, i.e. with further decimal digits, shall be restricted to the test interface, test
mode or other means not used for legal proceeding.

The manufacturer has to specify the mathematical operation used by the speed meter to obtain the indicated
integer speed values from the higher resolution values given at the test interface.

The instrument shall clearly indicate the driving direction of the measured vehicle (for example, departing or
approaching vehicle).

If the sign of the speed value is used as indication of the driving direction, the minus sign shall represent a
departing vehicle and the plus sign shall represent an approaching vehicle.

If data other than the speed value are indicated, these data shall not be able to be confused with the speed value.

6.3 Metrologically relevant speed value
The indicated integer speed value shall be the relevant speed value used in all metrological controls.

Note 1: If the speed value from the test interface is read for metrological controls, the mathematical operation
used by the speed meter shall be applied to obtain the metrological relevant speed value.

Note 2: The reference speed value used in all metrological controls shall not be rounded to integer values and
shall be used with a sufficient number of significant digits.

6.4 MPE for stationary measurements

The following maximum permissible error (MPE) shall apply for stationary measurements within the rated
operating conditions in all metrological controls:

a. =+ 3 km/h at speeds up to and including 100 km/h, and
b. =3 % of the reference speed value at speeds above 100 km/h.

15
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6.5 Linearity error limit for stationary measurements
The following error limit shall apply for stationary measurements when all influence factors are minimized:

a. =1 km/h at speeds up to and including 100 km/h, and
b. =1 % of the reference speed value at speeds above 100 km/h.

6.6 Certainty of vehicle identification

The construction of the speed meter and its speed measurement process shall ensure, when the speed meter is
used according to the operation manual, that measured speed cannot be attributed to the wrong vehicle,
including when other vehicles are driving in the same or opposite direction or passing the measured vehicle.

The speed meter shall record and save an image evidence (photo or video) of the measured vehicle and its
surroundings at a specified moment, unless not required by national legislation.

The speed meter shall cancel the measurement and shall not produce an evidence file if the measured vehicle
was detected outside the region-detection field in which correct vehicle identification is certain.

Note:  Possible solutions for certain vehicle identification are, for example, a sufficient restriction of the
monitored area and a detection of vehicle positions. The detected positions shall be indicated in an
appropriate manner, for example, as numerical values of distances or angles, as assignments to a
predefined trigger line including an assignment of the lane, or as markings on the image evidence.

6.7 Indicated distance and angle values
If the speed meter indicates the distance and/or angle values to the measured vehicle according to 6.6,

e the distance values shall be indicated in units of meters with a resolution of at least 0.1 m;—oras
o omal lations,
o the angle values shall be indicated in units of degrees with a resolution of at least 0.1°-er-as-speeified
) ol lations.,

e it shall be specified in the operating manual to which moment in the speed measurement process the
indicated distance and/or angle values refer to.

6.8 Requirements specific to across-the-road speed meters

The reference point and the location and direction of the centre line shall either be evident or clearly indicated
on the housing of the speed meter.

It shall be indicated in the manual, whether the compensation of the cosine error is based on configured
parameters and/or on measured values of the horizontal and/or vertical measurement angles.

The interval of allowed values of the alignment parameters azimuth, elevation, side distance and height shall
be specified by the manufacturer.

When the speed meter is aligned in accordance with the manual, the errors of measurement attributable to
misalignment shall not be greater than £0.5% for the specified interval of alignment parameters.

If the compensation of cosine error is based on configured parameters the manufacturer shall describe a
procedure in the manual to retrospectively verify the parameters used in each measurement.

6.9 Vehicle shape related measurement error

No significant fault attributable to a vehicle shape related measurement error shall be possible and the error
limits defined in clause 6.4 must be respected.

16
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6.10 Requirements specific to Doppler-radar based speed meters
The following quantities shall be stated by the manufacturer:

e characteristics of the frequency spectrum of the emitted microwave radiation;
e power of the emitted microwave radiation; and

e horizontal and vertical beam widths.

The frequency spectrum of the radiated microwave radiation shall be within the specified frequency band.

The frequency spectrum of the radiated microwave radiation shall be stable and the frequency of the peaks
shall not drift for more than = 0.2 % within 2 years.

The beam width shall be within + 10% from rated values.

The energy of a possible second microwave beam (side lobe) emitted by the antenna shall not exceed —30 dB
relative to the main radar beam and it shall not be used for measurement.

6.11 Requirements specific to range-finding based speed meters

The manufacturer shall either—speeifyspecify either a fixed pulse repetition rate, pulse time intervals,
modulation and sweep frequenciesy or another characteristic of the time intervals between the pulses which
shall be used to test the stability of the device.

The beam width shall be within = 10% from rated values- specified by the manufacturer.

6.12 Requirements specific to fixed-distance speed meters

The distance between detection fields-points shall be measured or determined with such a method, that the
contribution of its uncertainty to the error of speed measurement is not more than £0.5 %. The_characterization
of the uncertainty of the distance measurement shall include a possible variation of the pesitions-ofthe-vehicle
within-the-detection fieldspoints.

The signals of the sensors used to detect the vehicles at the detection fields—points shall be continuously
monitored-and-synehronised,

If the distance between detection fields—points is variable the manufacturer shall state the minimum and
maximum distance between detection fieldspoints.

6.13 Requirements specific to average speed meters
The size of detection field shall not exceed 0.5 % of the section-distanece-of the minimum efthe-section distance.

Image evidence and time stamp shall be recorded at all detection fields.
Time synchronisation between detection fields shall be achieved and checked by two independent means.

Checking of time synchronisation shall be carried out continuously. Speed measurements shall be inhibited
immediately-be-inhibited, when check failed.

All the requirements specific to fixed-distance speed meters (clause 6.12) shall be fulfilled by average speed
meters.

6.14 Requirements specific to image-based speed meters

The Pesitiens-positions of the measured vehicle shall be marked or described in the video or image
evidences.

The image-based speed meter shall not produce any measurements if the image quality is not sufficient to
guarantee adherence to the listed MPE.

17
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6.15 Requirements specific to moving speed meters

6.15.1 MPE for moving measurements

The following maximum permissible error (MPE) shall apply for moving measurements within the rated
operating conditions in all metrological controls:

a. =£7 km/h at speeds up to and including 100 km/h, and
b. +7 % of the reference speed value at speeds above 100 km/h.

6.15.2 Stationary mode

It shall be possible to use moving speed meters in stationary mode for metrological control. The error and fault
limits for moving speed meters in stationary mode shall be the same as for stationary speed meters_(clause
6.4).

The stationary mode shall be a test mode if the moving speed meter does not allow stationary measurements
in enforcement mode.

If both stationary and moving measurements are possible in enforcement mode, the moving speed meter shall
either:

a. switch automatically between moving and stationary modes (without user interaction), or

b. prevent measurements if the user tries to record stationary measurements when the patrol car is
moving.

6.15.3 Ego speed meter

The ego speed shall be measured simultaneously with the relative speed of the target vehicle. The ego speed
shall be displayed and stored in the evidence file with a resolution of at least 0.1 km/h. The ego speed with a
resolution of at least 0.01 km/h shall be part of the output data of the test interface of moving speed meters and
these values shall be used in metrological controls of the ego speed meter without any rounding or truncation.

Moving measurements shall not be possible if the ego speed meter is outside its rated speed measuring interval.
For the ego speed meter, the following MPE shall apply within the rated operating conditions:

a. =£1 km/h at ego speeds up to and including 100 km/h, and

b. *1 % of reference ego speed at ego speeds above 100 km/h.

A technical description of the ego speed meter shall be included in the user manual. Changes to the vehicle
(e.g. change of tyres) have to be clearly either allowed or declared as not possible. If changes are allowed,
the user manual has to specify the necessary steps to guarantee adherence to the listed MPE.

If the ego speed measurement is based on a revolution counter of a wheel of the patrol car, the validity of the
ealibration-adjustment factor (linked to the effective rolling radius of the wheel) has to be checked #-at
regular intervals, either automatically or by user -interaction. No moving measurements shall be possible if
the check of the ealibration-adjustment factor was either not performed or failed.

18
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6.16 Minimum requirements for rated operating conditions

Speed meters shall be designed and manufactured such that their errors do not exceed the MPE specified in
clause 6.4 under the operating conditions listed in Table 1.

Table 1 — Minimum rated operating conditions

Point Condition Rated interval or value
A Ambient temperature From —10 °C up to +50 °C
B Relative humidity Up to 95 % condensing
C Random vibration 10 Hz — 150 Hz, 7 m/s?, 1 m%/s*, =3 dB/octave
D DC mains voltage As specified by the manufacturer
E AC mains voltage Unom—15 % to Unom+10 %
F AC mains frequency from—2 % 10 _from+2 %

_ All voltages between a new or freshly charged battery,
Voltage of internal battery down to the lowest voltage at which the instrument

G functions properly within the MPEs, according to the
specifications given by the manufacturer.
H Voltage of a road vehicle 12V battery: 9 Vto 16 V
battery 24V battery: 16 V to 32 V

When out of service, the speed meters shall be capable of withstanding storage temperatures from
-25°Cto +70 °C.

6.17 Rated operating conditions

The manufacturer shall state the following rated operating conditions ef-aceordingtoin accordance with the
minimal requirements from 0 based on the point of use and the principle of installation:

a. for speed measurement: measuring interval from minimum to maximum speed, including direction of
traffic:-

b. for vehicle identification, if necessary:

- minimum and maximum distance to vehicle, where speed can be measured and vehicle
1dentification is certain;

- minimum and maximum angle or lateral distance to vehicle, where speed can be measured and
vehicle identification is certain; and

- maximum number of vehicles in simultaneous measurement.
c. for climatic influence quantities:
- minimum and maximum operating temperature;
- minimum and maximum storage temperature :-and
- climatic environment testlevelsclassification according to OIML D 11 [2].
d. for mechanical influence quantities:
- mechanical environment testlevelsclassification according to OIML D 11 [2].
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e. for power supply and electromagnetic influence quantities:
- reference values for the power supply: and
- electromagnetic environment testlevelsclassification according to OIML D 11 [2].

6.17.1 Climatic testslevelsclassification

Speed meters and its parts shall be placed in the following classes according to OIML D 11 [1], 8.2.2 to
determine climatic tests levels:

a. HI — when they are used in enclosed environmentally protected environments, where local climate is
controlled,

b. H2 — when they are used in enclosed environmentally protected environments, where local climate is
not controlled; and

c. H3 - when they are used in open air in the-moderate temperature zones.
Mandatory tests are for temperature, humidity and water, as listed in Table 1 in clause-6-+5 0.

Speed meter can be tested inside cabinet, the cabinet should be identified as a part of speed meter.

Tests for atmospheric pressure, sand and dust and salt mist are optional.

6.17.2 Mechanical tests levelsclassification

Speed meters and its parts shall be placed in the following classes according to OIML D 11 [1], 8.3 to determine
mechanical test levels:

a. M2 — for static speed meters, including mobile speed meters (portable and handheld),
b. M3 — for moving speed meters.

6.17.3 Electromagnetic tests levelsclassification

Speed meters and its parts shall be generally placed in the following classes according to OIML D 11 [1], 8.4
to determine electromagnetic tests levels:

a. E2 —when the power is provided by a mains supply or stand-alone battery and;
b. E3 - when the power is provided by the battery of a vehicle.

For additional guidance, refer to OIML D 11 [1], 5.5, 8.4.2 and 8.5.
6.18 Disturbances

6.18.1 Fault limit value

The following fault limit values shall apply for stationary speed meters and moving speed meters in stationary
mode:

a. =£1.5 kim/h at speeds up to and including 100 km/h, and
b. *1.5 % of the reference speed value at speeds above 100 km/h.

For ego speed meters, the following fault limit values shall apply:

a. =£0.5 km/h at ego speeds up to and including 100 km/h, and
b. 0.5 % of the reference ego speed value at ego speeds above 100 km/h.
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6.18.2 Acceptable significant faults

The occurrence of the following significant faults is acceptable

e significant faults arising due to the simultaneous presence of more than one cause, all of which are
mutually independentfaults-arisinsfrom simultaneous-and-mutaallyindependent-causesin-the-speed
meter,

e significant faults implying that no evidence file is produced and stored.

Note: The occurrence of such significant faults shall be documented in the test report.

6.18.3 Other causes of significant faults
The occurrence of the following events shall be treated as if a significant fault has occurred:
e if any malfunction occurs which might cause a measured speed to be assigned to the wrong vehicle,

o if a disturbance leads to the corruption of a stored evidence file.

6.18.4 Reaction to disturbances

Speed meters shall be designed and manufactured in such a way, that when they are exposed to disturbances
under the limits specified in Part 2 of this Recommendation, either

a) significant faults do not occur; or

b) significant faults are detected and no measurement result is displayed and no evidence file is produced.

6.19  Durability

The requirements from 6.1 to 6.17.1 shall be met permanently during the time interval between subsequent
verifications.

Speed meters shall be designed to maintain stability of their metrological characteristics over a period of time
(to be specified by the manufacturer) which shall be at least as long as the verification period.

The verification period is defined under the responsibility of the National Authorities (subsequent
verifications).

6.20 Redundancy of the measuring process

The measuring process shall have sufficient redundancy to detect failures with influence on speed
measurement.

6.21 Presumption of compliance

Speed meters according to this Recommendation are presumed to not comply with the requirements from 6.1
to 6.20, if they fail any one of the tests specified in the Part 2 of this Recommendation.

7 Technical requirements
7.1 General principles
7.1.1 High level metrological protection

A speed meter shall provide thea highest level of metrological protection in order that any party affected can
have confidence in the result of the speed measurement-measured-speed.
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It shall be designed and manufactured to thea highest level of quality in with respect to the measurement
technology and security of the measurement data.

7.1.2 Intended use

The technical and metrological solutions used in the speed meter shall take into account the intended use of
the speed meter and any possible foresecable misuse of it.

7.1.3  Possibility to carry out examinations and tests

The speed meter must be so designed as to enable the carrying out of each examination and test prescribed in
this Recommendation.

7.1.4 Protection against fraud and misuse

The metrological characteristics of a speed meter shall not be influenced in any inadmissible way by the
connection to it of another device, by any feature of the connected device itself or by any remote device that
communicates with the speed meter.

Hardware components that are critical for metrological characteristics shall be designed so that they can be
secured.

Security measures foreseen shall provide for evidence of an intervention.

The speed meter must not possess any characteristics that simplify or induce fraudulent use or
misrepresentation of the actual speed.

7.1.5 Protection of the measurement, software and parameters

The Sspeed measurement, software critical for speed measurement and metrological important parameters
stored or transmitted shall be adequately protected against accidental or intentional corruption or alteration.

Legally relevant software shall be identified.

7.2 Indication of measurement results

Reading of the results (on the display, printed ene-or recorded one) shall be reliable, easy and unambiguous
under normal conditions of use.

The result of the measurement shall be displayed digitally by means of aligned digits.

The name of the unit of measurement or its symbol shall appear in close proximity to all indicated values of
measured quantities. The characters used shall be at least 3 mm high.

7.2.1 Availability of the result of a manual measurement

Speed meters performing manual measurements shall indicate the measured speed accompanied by at least the
local time of measurement with a resolution of at least one second. If no evidence files are stored, the indication
shall remain visible and any further measurements shall be inhibited until the indication is cleared explicitly

by an-explieitpeositiven action by-of the operator.

7.2.2  Availability of the result of automatic measurement

Speed meters performing an automatic measurements shall record and store evidence files for later processing
and use.
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7.3 Evidence file
At least the following items should be recorded in the evidence file:

Date and time of measurement,
Location of measurement,
Unique identification of measurement (e.g. current sequence number),

Measured-sSpeed of the measured vehicle with a resolution of 1 km/h, including an indication of the
driving direction of the measured vehicle

/o o

Speed limit (only for stationary speed meters),
Type designation,
Serial number of speed meter,

=@ oo

One or several photos or video files of measured vehicle,

—

Information relevant for vehicle identification (see- 6.65-5),
Configuration of the speed meter-and,

—.

k. Additional means for identification of the measured vehicle (e.g. lane indicator, crosshair, marker,
etc.), if speed meter can cover several vehicles during the measurement.

—

Measured ego speed with a resolution of at least 0.1 km/h (only for moving measurements) and

m. Indication if the measurement was moving or stationary (only for moving speed meters which allow
stationary measurements in enforcement mode).

National regulations can prescribe a different list of items.

The evidence file shall be secured by appropriate means to ensure its integrity, security and authenticity.

7.4 Storing evidence files

Speed meters that store evidence files shall provide secure and medium-term storage (for example, for 3
months) of data for further use in legal proceedings.

Evidence files shall be stored automatically after the measurement is done.

The measurement value stored shall be accompanied by all the relevant information that is necessary for future
legally relevant use.

The data shall be protected by software means to guarantee the authenticity, integrity and;—fneeessary
correctness of the information eeneerning-the-time-ofrelated to the speed measurement.

Software displaying data from stored evidence files shall check automatically the authenticity and integrity of
the data. If an irregularity is detected, the data shall be discarded or marked unusable.

Confidential private keys employed for protecting data shall be kept secret and secured in the system of the
speed meter.

There must not be any possibility to read the private key, except by the cryptographic routines of the speed
meter itself during the signing process of a new evidence file.

7.5 Checking facilities

Self-checking shall be carried out each time the speed meter is switched on. When performing automatic
measurements, self-checking shall be carried out at least once per day.

Speed meters performing manual measurements shall use at least type N — non-automatic checking facility
according to OIML D 11, 3.19.2, and when performing automatic measurements, they shall use type I -
intermittent automatic checking facility according to OIML D 11, 3.19.1.2.
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Self-checking shall cover all circuits of the measuring chain (input to display/storage), for example by
simulating a speed or a time interval (depending on the technology). Self-checking shall also cover the
authenticity of all legally relevant parts of the software and of the parameters, whose values do not depend on
the site of measurement. Site-dependent parameters such alignment parameters, trigger line definition, lane
definition, etc. don't have to be part of self-checking.

When any significant fault, defect or an error signal is detected, the speed meter shall give an error message

and shall not allow any further measurements.

The speed meter shall constantly monitor the ambient temperature. When the operating temperature interval is
exceeded, the speed meter shall give an error message and shall not allow any further measurements.

If the speed meter is located within an air-conditioned container, the speed meter shall constantly check the
temperature inside the container. The manufacturer shall specify the operating temperature interval inside the
container. When the operating temperature interval inside the container is exceeded, the speed meter shall give
an error message and shall not allow any further measurements.

The speed meter shall constantly monitor its power supply lines. When the rated operating voltage interval is
exceeded the speed meter shall give an error message and shall not allow any further measurements.

7.6 Alignment parameters of mobile speed meters

If a mobile speed meter has metrologically relevant alignment parameters, their values shall be confirmed by
the user after each start-up and before speed enforcement is possible.

7.7 Aiming device
Any aiming device shall be of robust construction such that its orientation is maintained under disturbances.

The manufacturer shall describe a procedure in the manual to verify the orientation of any aiming device.

7.8 Modes

7.8.1 Enforcement mode

It shall be clearly indicated when the instrument is in enforcement mode.

7.8.2 Test mode

The existence of a test mode is optional except if required for metrological control. The test mode shall not be
directly accessible to the user and shall be protected (e.g. by a password). The test mode may be required for
metrological control, e.g. if state-of-the art simulation in enforcement mode is not possible. The results of the
speed measurements in enforcement mode and in test mode must be identical. The manufacturer is obligated
to specify all differences between enforcement mode and test mode.

7.9 Test interface

The speed meter shall be equipped with a test interface, which outputs data or signals relevant for the purpose
of metrological control.

The output data must be activated in enforcement mode and should include at least:

a. time stamp of the measurement;

a-b. measured speed with a resolution of at least 0.1 km/h (see clause- 6.25-:2);
b-c. measured distance with resolution of at least 0.1 m (if applicable);
e-d. measured angle with resolution of at least 0.1° (if applicable);
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e. target position coordinates with resolution of at least 0.1 m (if applicable);

&-f. lane information (if applicable)

e-g. measured ego speed with resolution at least 0.01 km/h (if applicable);

£h. vehicle direction (if applicable);

g-1. version number and hash value of software (at start-up);

k. the result of a checking facility with a resolution of at least 0.1 km/h (if applicable);
——identification based on the serial number;

k. I

If it is not possible to simulate the sensor input signal of a variety of traffic situations using state-of-the-art
simulation a testing input interface is required.

7.10 Software

All software influencing the metrological characteristics of a speed meter shall be identified as such and shall
be secured.

The whole software of the speed meter should be considered as legally relevant only if software separation is
not implemented as described in OIML D 31 [3], 6.2.2.1.

7.10.1 Software identification (OIML D 31 [3], 6.1.1)

The software of the speed meter shall be clearly identified with a version number assigned by the manufacturer,
and a state-of-the-art hash value. The identification shall be inextricably linked to the software itself and shall
be calculated, then presented or printed on command or displayed during operation or at start up.

The hash algorithm shall be a standardised algorithm.

The software version and hash value shall be easily accessible and easy to readout. It shall be possible that
these values are transferred to the testing interface during start-up or on request.

7.10.2 Fraud protection (OIML D 31 [3], 5.1.3.2)

The software shall be secured against unauthorized modification, loading, or changes by swapping the external |
memory device.

In addition to mechanical sealing, technical means may be necessary to secure measuring instruments having
an operating system or an option to load software.

Software protection comprises appropriate sealing by mechanical, electronic and/or cryptographic means,
making an unauthorized intervention impossible or evident.

Only clearly documented functions are allowed to be activated through the user interface, which shall be
realized in such a way that it does not facilitate fraudulent use.

For the type approval procedure, the manufacturer of the measuring instrument shall declare and document all
program functions that can be activated through the user interface. No non-documented functions shall exist.
The manufacturer shall state the completeness of the documentation of these functions.

Parameters that fix the legally relevant characteristics of the speed meter shall be secured against unauthorized
modification. For the purpose of verification it must be possible to display or print the current parameter
settings.—Feor-the i i Sk ¢ i
e
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7.11 Inscriptions — descriptive markings

The speed meter shall be marked with a temper-evident label on a visible part of the instrument with the
following information:

manufacturer’s trade mark/corporate name,

year of manufacture,

type designation/model number,

type approval mark according to national regulations,

serial number of the instrument,

speed measuring interval,

maximum and minimum measuring distance, if applicable,

I N

ambient temperature range,

—

details of the electrical power:
- in the case of mains power: the nominal mains voltage, frequency and power required,;

- in the case of power by a road vehicle battery: the nominal battery voltage and power required,;
and

- in the case of an internal removable battery: the type and nominal voltage of the battery.

If the speed meter consists of several units, each unit shall bear at least markings a., b., c. and e. The main unit,
visible to the user, shall bear all inscriptions.

7.12  Manual
The manual shall be approved during the type evaluation.
The manual shall be in the official language(s) of the country (or another accepted language according to

national legislation) and easily understandable.

The information in the manual must be chosen and structured such that following all instructions in the
manual is sufficient to guarantee that the speed meter fulfils all requirements, in particular obeys the error
limits and ensures correct identification of the measured vehicle.

The manual shall include at least:

installation instructions,

operating instructions,

description of self-checking procedures,

maximum and minimum storage temperatures,

rated operating conditions,

all other relevant mechanical and electromagnetic environmental conditions,
mechanical and electromechanical environment classes, and

Fmomoe oo o

safety and security conditions.

Installation instructions shall cover, if necessary, the acceptable:
a. minimum horizontal and vertical road curve radius,
b. intervals of installation height and side distance,

c. intervals of azimuth and elevation angles.
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7.13  Sealing

Effective sealing means shall be provided by the manufacturer on all parts of the speed meter that are not
materially or electronically protected in another way against unauthorized intervention that may affect its
accuracy or integrity.

Sealing can be realised mechanically, electronically or by any other technical means, which provides clear
evidence of any taempering with_the protection of the speed meter.

This applies in particular to

a. adjustment means,

b. replacement of specific parts, if this replacement is expected to change the metrological
characteristics, alignment or aiming of the speed meter, and

c. software integrity.

7.14 Verification marks

On the speed meter there must be enough space to put verification marks at visible spots.Fhe-speed-meter

shorldhoenploec o spboerilentionmnelo o the bl ot

8 Metrological controls

The metrological controls of speed meters may, in agreement with national prescription, consist of

type approval,

initial verification,
subsequent verification, and
in-service inspection.

a0 o

Measures to ensure durability (see 6.19), which shall include assessments under items a. to d. above shall be
taken subject to national prescription.

8.1 Type approval
8.1.1 Documentation

The documentation submitted with the application for type approval shall include, as far as applicable and in
accordance with national regulations:

metrological characteristics of the speed meter;

technical and electronic specifications;

- functional description of the speed meter including its subassemblies and components;
- description of how significant vehicle shape-related measurement errors are inhibited;
- drawings, diagrams and photos of the speed meter explaining its construction and operation;
- alist of interfaces specifying types, intended use, immunity to external influences;

- installation requirements and instructions;

- description and application of self-checking mechanisms;

- security sealing plan including drawings or photos;

- panel layout (user interface);

- general information on the software (covering in particular the requirements in 7.10);
- operating instructions and operating manual that shatl-will be provided to the user;

- documents or other evidence that support the assumption that the design and characteristics of the
measuring instrument comply with the requirements of this Recommendation,
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- the documentation requested in OIML D31:2019 [3], 7.1,
- asample of a recorded event (evidence file), and

- description of measuring principle or algorithm and how speed values are-ebtained-for indication are
obtained.

Testing laboratory can request any additional more detailed documentation to be able to continue with testing

of speed meter. : S : S SSary 3 3 ]
or-both-

8.1.2  Units submitted to type test
Type evaluation shall be performed on at least one equipment under test (EUT), which represents the definitive
type.

The evaluation shall include the examination and tests specified in part II of this Recommendation. Additional
tests can be applied, if it is necessary due to the technology of the speed meter.

The applicant shall supply at least one production EUT for type testing.

The testing laboratory may carry out different tests simultaneously on two or three EUTs. In this case, the
testing laboratory shall ensure that all submitted instruments are in conformance to type.

All accuracy and influence tests shall be performed on the same EUT, but disturbance tests may be performed
on one more additional EUT. These additional EUTs shall also be submitted beforehand to the accuracy tests.

If an EUT does not pass a specific test and as a result has to be modified or repaired, the applicant shall carry
out this modification to all EUTs supplied for testing.

If the testing laboratory cannot exclude that the modification has a negative influence on tests that already had
a positive result, these tests shall be repeated.

The EUT may be adjusted, if necessary, before type approval testing begins. Thereafter, no adjustment shall
be performed until all type approval testing is complete.

8.1.3  Visual inspection

The instrument and the documentation shall be given a visual inspection to obtain a general appraisal of its
design and construction, and the documentation shall be studied.

In particular, the following aspects shall be examined:

measuring interval (6.1);

indicated speed value (6.2) and other values and information (6.7 and 0);
protection against fraud (7.10.2);

checking facility (7.5);

durability protection (6.19);

software (7.10);

storage of measurement results (7.4);

Fmomoe e o

data transmission (7.1.5);

— e

inscriptions (7.11);
operating manual (7.12);
sealing (7.13); and
suitability for testing (7.9).

= o~
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8.1.4 Type evaluation tests
Type evaluation tests for speed meters include the following tests:

Metrological field test (OIML R 91-2, 4);

Metrological laboratory test by traffic simulation (OIML R 91-2, 5);
Influence factor and disturbance tests (OIML R 91-2, 6);

Tests specific to certain categories of speed meters (OIML R 91-2, 7);
Durability tests; and

Software tests (OIML R 91-2.8).

Mo oo oo

8.2 Initial verification

Initial verification shall be carried out by the appropriate metrological authority to establish conformity of the
speed meter to the approved type and/or the requirements of this Recommendation.

The speed meter should-shall comply with the requirements from clauses 56 and 76.

Initial verification control may be performed according to national legislation.

8.2.1 Visual inspection

Before testing, the speed meter shall be visually inspected ferby:

a. metrological characteristics,
b. prescribed inscriptions and positions for verification and control marks,
c. visual conformity with the approved type as described in the approval certificate, and
d. the speed meter shall be in good working order.
8.2.2 Tests

During the initial verification, the following test should be carried out:

a. laboratory accuracy test, or
b. field accuracy test.

It is allowed to combine or switch between those two tests.

The speed meter shall be fully assembled and operational.

8.2.3 Assessment of conformity
Assessment of conformity to the approved type and this Recommendation shall cover:

a. compliance of the instrument with the metrological requirements in clause 65, in particular with the
MPE given in clause 6.4 and 6.15.1Error! Reference source not found.,

b. compliance of the instrument with the technical requirements in clause 7,

e

correct functioning of the complete speed meter, and

d. configuration of the speed meter eenfiguration-ofthe-installation-of the speed-meter-installation-as far

as it has metrological relevance to speed measurement.

8.2.4 Marking and securing
According to national legislation, signing or marking of initial verification may be-aeeerdingfollow to 7.14.

National legislation may also require securing of speed meter installation parameters or other devices that
might influence the metrological characteristics of the speed meter.
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8.3 Subsequent verification

Subsequent verification shall be carried out by the appropriate metrological authority to trace the conformity
of the speed meter to the approved type and/or the requirements of this Recommendation over operation time.

Subsequent verification control may be performed according to national legislation.

Subsequent verification shall be carried out in accordance with the same requirements as in 8.2 for initial
verification with the same MPE as for initial verification.

Marking and securing may take place according to 7.14 and according to the any additional national legislation
requirements.

83.1 Tests
During the subsequent verification, the following test should be carried out:

a. laboratory accuracy test, or
b. field accuracy test.

It is allowed to combine or switch between those two tests.

The speed meter shall be fully assembled and operational.

8.4 In-service inspection

In-service inspection shall be carried out in accordance with the same requirements as in 8.2 for initial
verification, with the exception that the in-service MPE according to national legislation shall be applied.
Marking and securing may remain unchanged, or renewed according to 8.3.

8.4.1 Test

In-service inspection can be done according to the field accuracy tests.
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